* 48 Wonderful Songs,
* 6 Level Volumes are Available

* Refined Shape & Small Size
Never affect the use of other electrical appliances.

Technical Specification
Input Voltage

AC 85~265V 50/60Hz

Transmitter Style

Push Button

Transmitter Power Mode

Self-powered / Battery-free

Receiver Standby Power

< 0.5W

Remote Control Range

30 meters Indoor

Frequency Band

433 MHz

Operating Temperature

-25℃ to +50℃

Transmitter Lifetime

200,000 times

Number of songs

48 songs (Default: Ding-Dong )

Volume Range

6 grade (Including Silence)

Transmitter Dimensions

Dia 70mm*15.5mm

Receiver Dimensions

94mm*53mm*34mm

Various Standard Available
European Standard, UK Standard, US Standard

How to Pair Code & Clear Code
* The transmitter and the receiver are paired up in factory, the user can use directly.
If reset, how to pair?
1. Press the music button for over 3 seconds.
2. Release the button when the indicator light flash slowly (get into the signal pairing
state )
3. Press the corresponding transmitter twice continuously then the switch gets into
working state.

How to clear code?
1. Press the music button for 10 seconds
2. Release the button when the indicator light flashes rapidly, then you will see the
transmitter can't control the receiver.
Remark: the clear procedure will delete all the pairing information in the receiver.

Transmitter

Installation Guide
Step 1 : Plug the doorbell receiver into the outlet.

Step 2: Close the door, put the transmitter on the outside wall and
press the transmitter. ( not fix with adhesive tape )

Step 3 : If the bell rings, the signal reception was successful. If the
bell doesn't ring, then adjust the position of receiver and
transmitter to make them nearer, then test again.

Step 4 : Stick the double sided tape on the back of the transmitter,
then attached the transmitter to the right position of the wall
where successfully tested.

Warm Tips
1. The doorbell transmitter is mounted outside the door for guests to press, the doorbell receiver is installed at home to
remind the host.
2. Avoid to mount the transmitter on metal object, if the door is metal security door, it is recommended to install on the
wall next to door, because the metal will greatly weaken the wireless signal.
3. the transmitter is fixed directly by double sided tape and the receiver directly insert into the socket. ( the 3M double
sided tape is very strong , it is recommended to confirm good position before installation and then fixed )
4. If you want to take down the transmitter which has been fixed, you can use the hair dryer to blow or put some water
on it, because the stickiness will be reduced at the time and then you can slowly tear down.
5. To ensure the best effect, please try to narrow the distance between the doorbell transmitter and receiver when
installing, this way, the wireless signal would be better.
6. Doorbell receiver must be 1 meter above the ground, otherwise the wireless signal will be significantly weakned.
7. Doorbell transmitter and receiver can be flexibly matched, may be one to multi, or multi to one. If you need to change
the pairing relationship, please refer to the pairing guideline.

Connect your own Battery – Free Wireless Dorbell
= endless possibilities
You are kindly invited to start cooperation with us.
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